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 High performance fiber-reinforced cementitious composites (HPFRCC) are aggregates like 
cement grout with fine grains and fibers which can be used in many cases like seismic 
improvement of building components. One of these building components is connecting beam 
in coupled shear wall which can increase plasticity and energy absorption. In this paper 
nonlinear finite element model of coupled beam containing HPFRCC is analyzed and the 
influence diagonal reinforcement is investigated on cracking patterns, stress contours and 
hysteresis diagrams of shear wall.  It was observed that diagonal reinforcements play 
significant role in shear load bearing capacity of shear wall coupled with HPFRCC beam. 
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1. Introduction 
 

       Conventional concretes made of Portland cement and natural grains have some shortcoming and 
drawbacks, and hence specific concretes have been designed and innovated in recent years for reducing 
such problems. In concrete technology, this class of concretes is called advanced concretes. 
Conventional concretes usually have various capillary cracks and hence due to rapid development of 
capillary cracks under imposed stresses, tensile strength of concrete materials is often low. The use of 
fibers in concrete (i.e. constructing fiber concrete) is an effective way in prevention of micro and macro 
cracks and increasing the concrete tensile strength. In recent years, significant developments have been 
achieved for designing and manufacturing of fiber-reinforced cementituos composites (FRCC). Most 
of the previous studies in this field are related to developments of grout, manufacturing different types 
of fibers, grout-fiber interaction, composite production process, main mechanisms for controlling 
behavior of FRCC composite and continuous improvement of executive costs. With more 
developments in concrete technology, high-performance fibers was introduced. The term “high-
performance” refers to a specific class of fiber concretes which have strain hardening behavior under 
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stress after first cracking along with formation of multiple cracks and high strains. Using high-
performance aggregates instead of conventional aggregates is an interesting research subject and 
various studies have been conducted in this field. These aggregates, in addition to increasing the 
capacity of the structures against earthquake loads, can help the sustainability of the structures against 
harmful environmental factors. One of these high-performance composites (which has significant 
development in recent years), is high-performance fiber-reinforced cement composites (Parra-
Montesinos, 2005; Canbolat et al., 2005; Tran et al., 2014).   

       Concrete shear walls are one of the resistant systems against earthquake which are frequently used 
due to their suitable performance in previous earthquakes. Because of using elevator in tall buildings, 
shear walls located around the stairs should have openings. In this case, two shear walls (called coupled 
shear walls or correlated walls) are designed with connecting beams. It is well understood that that 
maximum shear stress in a bending beam with rectangular cross-section develops along the neutral 
axis. Coupled shear wall is like vertical console beam and if it is weak in neutral axis, failure will occur 
as slip in the vertical shear. Regarding this explanation, it is expected that connecting beams exhibit 
significant deformation during earthquake. They are also used as basic energy dissipating components. 
Most previous studies on the deep connecting beams were concentrated on innovation of suitable 
methods for enough plasticity and reduction in reinforcements.  
 
       Since establishing diagonal reinforcements in connecting beams is a difficult process, using high 
performance FRCC (HPFRCC) can be a solution for reduction or elimination of these reinforcements 
and spirals. HPFRCCs, with strain hardening response in direct stress, with increase in the number of 
micro-cracks, show higher plasticity than common concretes. Therefore, when structural elements are 
subjected to the seismic forces, HPFRCCs can improve the energy dissipation by bridging the fibers 
on the micro-cracks and also by creating suitable cohesion between reinforcements and cement 
composites. During past decade, empirical researches have shown that HPFRCC aggregates are 
effective in the improvement of seismic performance like plasticity, energy dissipation, destruction 
control and etc. Application of bending frame system as a resistant element against lateral forces, 
especially seismic forces, needs certain requirements which meet the plasticity of the frame. These 
details are difficult to implement and their good construction is ensured only under high quality control 
at workshop. 
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Fig. 1. Schematic of coupled shear wall and the developed forces in coupled shear walls.   
 

       Observation of the performance of solid bending frames and buildings with shear-walls in recent 
earthquakes indicates confident behavior of second-type structures against earthquake. Shear wall are 
stiffer compared to solid frames in building performance and therefore, it is expected that they bear 
large lateral forces during earthquake. In contrary, lateral displacement of buildings with shear wall is 
lower than solid frames. Since shear walls have suitable stiffness among different resistant systems 
against lateral forces, their application and design has been increased in the tall building, due to 
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considering several vertical opening (such as window, door and left). In such cases we can use coupled 
shear walls, in which two or several separated shear walls are connected by means of connecting beams 
to each other. Benefits of using coupled shear wall are: (i) high efficiency against lateral loads (ii) 
optimal design relative to separated shear wall (iii) plasticity and high energy absorption characteristics 
and (iv) secondary defense against lateral loads. This collection forms a coupled shear wall and 
connecting beam is called coupled beam. A schematic representation of coupled shear wall is shown in 
Fig. 1. Several researchers have studied the behavior of shear walls in the past years. Paulay (2002) 
analyzed a shear wall system and concluded that excellent displacement control provides a strong 
coupled system by using slender walls with endangering relative displacements of floors. He stated that 
displacement limits during plastic response is not influenced by upper dynamic modes, and by correct 
reinforcement of walls, the larger hysteresis damping could be achieved relative to traditional systems. 
Paulay has studied the behavior of concrete shear wall with openings, while there is a need to identify 
the performance of shear wall with opening including all basic components and connecting beams in 
compound and integrated from in non-elastic limit in order that engineering community reaches to a 
general view of the behavior of these structures under severe earthquakes.  
 
       Zhao et al. (2004) studied the effect of connecting beam height on its nonlinear behavior and 
showed that by increasing the height of connecting beam shear behavior becomes dominant. They also 
investigated types of break-out on connecting beams and concluded that bending cracks form in the 
tensile corners of connecting beam to the wall and shear diagonal cracks are created near the center 
which can lead to break-out of connecting beam. They observed that, bending cracks initiate in the 
beam to wall connection place and then gradually open upward and cause large local rotations in the 
place of connections. By further applying the loads they extend toward tensile zone until only one-
fourth of beam remains intact. Consequently, a low effective cross-section remains to resist against 
shear which increases ship-shear break-out (Zhao et al. 2004). They also pointed out although adding 
shear reinforcement can increase the shear strengths and prevent shear-tensile break-out, but it may 
lead to shear-slip break-out which is brittle break-out.  
 
       Kim and Lee (2003) tried to develop finite element method for analyzing shear walls. They 
considered rotational degrees of freedom and analyzed the concrete shear walls with opening with three 
different ratios for width and height of opening. They concluded that in the case of small openings, 4-
node elements without rotational freedom of nodes, provide lateral displacements but the error of this 
mesh is high for large openings. Tjhin et al. (2007) conducted nonlinear static and dynamic analysis 
and time-series of 6-floor building with concrete shear wall by using DRAIN-2DX software and studied 
their performance levels. Bessason and Thordur (2002) studied the shear-wall equipped buildings with 
opening in Tjornes Fracture seismic area in North Iceland and modelled them with ANSYS software 
and soild65 element. They modelled short shear walls with opening and by different reinforcement 
ratios and considered the effect of structure roof in their modeling and concluded that change in the 
reinforcements has strong effect on their capacity curve. Their research showed that cracks are 
developed with different reinforcement ratios in the same shear but in walls with low reinforcement 
after formation of first cracks, these cracks can open and break the shear wall. But in the walls with 
suitable reinforcements, cracks cannot open and this may increase their plasticity. However, they did 
not model the nonlinear behavior of concrete in shear. In another study, coupled beams fabricated by 
HPFRCC in Michigan State University was studied by Canbolat and coworkers (2005) under semi-
static cyclic loads with displacement control conditions for short coupled-beams. Their results indicated 
that diagonal reinforcement are needed in order to reach higher displacements and relevant collars can 
be eliminated. In another works, Lequesne et al. (2010) and Setkit (2012), tested three coupled beams 
with different length to height ratios and showed that using HPFRCC, increases bending plastic ability 
and results in high load bearing capacity. Shin et al. (2014) investigated the effect of HPFRCC on the 
vibration performance of slender coupled beam in South Korea and showed that using HPFRCC 
improves the cracking pattern, plasticity of diagonal reinforcement and shear destruction in slender 
coupled beams. In addition, based on their results the trend of reducing stiffness in HPFRCC coupled 
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beam is lower than that of coupled beam constructed by conventional concrete. Safari and Qahremani 
(2012) concluded that increasing the height of coupled beam (up to %33) will increase the final strength 
but further increase in the height of coupled beam has no more positive effect in the value of final 
strength and can reduce the plasticity. Kheirudin et al. (2003) suggested an equation for metal coupled 
beam and concluded that the presence of metal connecting beam extends cracks in the shear walls 
which increases the energy absorption and plasticity of concrete.  
 
        In this research, first brief description of coupled shear walls and their basic equations are 
presented. Then conventional and HPFRCC coupled shear wall beams with and without diagonal 
reinforcements are analyzed numerically using a finite element software and the influence of concrete 
type on cracking pattern, forces and stress contours is studied. 
 
2. Analysis of Coupled shear wall behavior 
 
        If two shear walls connect in a plate with members with joint connection, imposed moments on 
them are beard by the walls. But if walls are connected with solid walls, they form a compound set and 
imposed moment is tolerated by two walls by bending around central axis. Therefore, bending stresses 
will distribute in linear form along with the collection. However in practice, walls are often connected 
by flexible walls which have a state between joint and solid case. For the stiffer beams, behavior of the 
structure will be close to the compound cantilever behavior.  
When walls are subjected to the lateral loads, ends of connected beams should withstand against 
rotation and vertical displacements. Bending behavior of walls creates shear in connecting beams and 
consequently, they impose opposite moments on the wall. Shears create pivotal force in the walls. 
Therefore, moment caused by lateral load in each layer of the structure (Me) is tolerated by sum of 
bending moments of walls in that layer (M1+M2) and moment caused by axis force is tolerated (as 
shown in Fig. 1). 

  
(1) 
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        In Eq. (1), T.a is inverse moment caused by bending of connecting beams which resists against 
free bending of walls. This value is zero for walls with joint connections and is maximum when 
connecting beams are solid.  Differential equation governing on the coupled shear wall is  
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3. Finite element modelling  

       In practical applications, numerical design codes and finite element software are powerful tools for 
analyzing complex structures. In this research, we have conducted numerical study of shear wall 
coupled beam with HPFRCCC by conventional concrete using VECTOR2 software. VECTOR2 is 
nonlinear finite element software which is only used for modelling concrete members. In this software, 
crack behavior is considered as orthotropic material and based on the any of following assumptions:  

 
1-Modified Compression Field Theory (MCFT)    

2-Disturbed Stress Field Model (DSFM)                      

       MCFT method is based on this principle that basic stress and strain angles are the same. In cases 
without slip or rotation in the main angles, this method overestimates the compressive softening of 
concrete during transverse compression. But DSFM model can take into account slip during cracking 
and concrete compressive softening. In order to calculate the depth of beams, we considered the ratio 
of shear span to effective depth (a/d) equal to 2. Three different samples (described in Table 1) were 
studied with different types of concrete and diagonal reinforcements. Also characteristics of the 
investigated concretes are presented in Table 2. 

Table 1  
Characteristics of shear wall coupled beam sample 

Type of concrete Diagonal reinforcement a/d ratio Sample 
HPFRCC No 2 1  
HPFRCC No2  2 

Conventional concrete Yes2  3  
 

Table 2  
Characteristic and properties of samples used in numerical models 

Steel final 
stress (MPa)  

Steel yield 
stress 
(MPa)  

Reinforcement 
percent  

  

Angle 
to axis 

X 

Rod 
diameter 

(mm)  

Thickness 
 

(mm)  

Compressive 
strength 
(MPa)   

Place of concrete  Type of 
concrete  

370 240  
  
  

1 
1  

0 
75 
100  

8 mm 
12 mm 
12 mm 

 
200  

 
62  

Coupled beam    
1  

370 240  1.5 0 10 mm 
  

200 68 Coupled beam 
(HPFRC) without 

diagonal reinforcement   

 
2 

370 240  1 
1 
1  

0 
75 
100  

8 mm 
12 mm 
12 mm  

200 68 Coupled beam 
(HPFRC) with diagonal 

reinforcement  

 
3 

370 240  3 
3 

0 
90 

12 mm 
10 mm 

 
500 

 
34  

Concrete block    
4  

 
- 

 
-  

 
- 

 
- 

 
- 

 
500 

 
0.5  

Link to prevent rotation 
of wall   

 
5  

 

4. Results of numerical analysis  
 
      In this section, we will study the models for crack distribution pattern, maximum crack width, 
hysteresis diagrams, distribution of stress in different cross-sections, average stress of reinforcements 
in concrete, moments in beginning and end of beam, axis and shear force in different drifts. In fact, the 
role of HPFRCC in eliminating diagonal reinforcements is examined and emphasized by modeling 
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deep beams with length to span ratio of 2. In order to prevent rotation of shear walls, high strength links 
were considered in the numerical analyses. In the following, obtained numerical results are presented 
and discussed for different types of coupled beams. 
 
4.1. Response of HPFRCC coupled beams without diagonal reinforcement  
 
       Fig. 2 shows the numerical model of a coupled beam for HPFRCC without diagonal reinforcement 
and the created crack pattern in this system.   Maximum crack width in rupture of this coupled beam 
was obtained about 5.39 which shows the role of diagonal reinforcements in reduction and distribution 
of crack width.  The hysteresis diagram of this type of coupled beam without diagonal reinforcement 
has been presented in Fig. 3. Table 3 also presents the computed forces and moments for this type of 
concrete with different drifts. Contours of concrete strength and average stress for HPFRCC without 
diagonal reinforcement have been also presented in Figs. (4-5) respectively. 
 

Fig. 2. Crack pattern in HPFRCC without 
diagonal reinforcement 

Fig. 3. HPFRCC hysteresis diagram without 
reinforcement  

 
Table 3 
Forces in coupled beam (type 1)   

Beam moment  (kN.m)Shear force(kN) Axis force (kN) Drift   
3  259 247  3%  

4.9  120 205  2.5%  
6  60 164  2%  
55  20 140  1.5%  

 

  
Fig. 4. Concrete stress ( ݂) in cross-section with HPFRCC concrete without reinforcement   
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Fig. 5. Average stress of reinforcements in HPFRCC without diagonal reinforcements.   

 
4.2. Response of HPFRCC coupled beams with diagonal reinforcements  
 
      Fig. 6 shows the crack pattern in a HPFRCC concrete containing diagonal reinforcement in which 
the maximum crack width in rupture is determined 1.4 mm. The hysteresis diagram and the force data 
of this type of coupled beam has been presented in Fig. 7 and Table 3, respectively. The corresponding 
stress contours of HPFRCC coupled beams with diagonal reinforcements have been also presented in 
Figs. 8 and 9, respectively. 
 

Fig. 6. Crack pattern in HPFRCC with 
diagonal reinforcements 

Fig. 7. HPFRCC hysteresis diagram with diagonal 
reinforcement 

 

Table 4 
Forces in coupled beam (type 2) 

Beam moment  (kN.m)Shear force(kN) Axis force (kN) Drift   
9  445.3 417.7  3%  

4.4  458.6 298  2.5%  
12  379.9 279  2%  
26  157 260.2  1.5%  
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Fig. 8. Concrete stress ( ݂) in cross-section with HPFRCC concrete with diagonal reinforcement   

  

Fig. 9. Mean stress of reinforcements in HPFRCC samples with diagonal reinforcement.  

4.3. Response of coupled beam conventional concrete with diagonal reinforcement 

    The finite element results obtained for this type of shear wall coupled beam have been presented in 
Figs. (10-13) and Table 6. In this case, maximum crack width in rupture was determined about 1.46 
mm.  
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Fig. 10. Crack pattern in conventional concrete 
with diagonal reinforcement 

Fig. 11. Hysteresis diagram for conventional 
concrete with diagonal reinforcement 

 
Table 6  
Forces in coupled beam (type 3)  

Beam moment  (kN.m) Shear force(kN) Axis force (kN) Drift   
200  330 916  3%  
193  339 217  2.5%  
140  250 164  2%  
127  220 120  1.5%  

  

  
 

Fig. 12. Concrete stress in cross-section with conventional concrete with diagonal reinforcement  
 
5. Conclusion   
 
1. In HPFRCC beam with diagonal reinforcements, the width of cracks in final moment was limited 
to 1.4mm that shows %30 reduction with respect to the conventional concrete. In these samples, 
crack distribution was monotonic and capillary.  
2. Shear force carried by the HPFRCC sample with diagonal reinforcement was significantly higher 
than (about 150%) the sample without diagonal reinforcement.  
3. Regarding hysteresis diagrams, the highest energy absorption was related to the HPFRCC sample 
with diagonal reinforcement. 
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4. Diagonal reinforcement reduces stresses in the coupled beam and increases longitudinal 
reinforcement which results in higher capacity of beam.  

  
Fig. 13. Mean stress of reinforcement in concrete with diagonal reinforcement 

References  
 
Bessason, B., & Thordur, S. (2002). Capacity and earthquake response analysis of RC-shear walls. 

Nordic Concrete Research Publications, 27, 1-14. 
Canbolat, B. A., Parra-Montesinos, G. J., & Wight, J. K. (2005). Experimental study on seismic 

behavior of high-performance fiber-reinforced cement composite coupling beams. ACI Structural 
Journal, 102(1). 

Khierudin, A. Fereidoon, A., & Mahzarnia, S. H. (2003). Calculation of pinned beam length and 
enhancement in coupled shear walls. 6th international civil engineering conference, Isfahan, Iran 

Kim, H. S., & Lee, D. G. (2003). Analysis of shear wall with openings using super elements. 
Engineering Structures, 25(8), 981-991. 

Lequesne, R., Setkit, M., Parra-Montesinos, G. J., & Wight, J. K. (2010). Seismic Detailing and 
Behavior of Coupling Beams with High-Performance Fiber-Reinforced Concrete. Special 
Publication, 272, 189-204. 

Parra-Montesinos, G. J. (2005). High-performance fiber-reinforced cement composites: an alternative 
for seismic design of structures. ACI Structural Journal, 102(5), 668. 

Paulay, T. (2002). The displacement capacity of reinforced concrete coupled walls. Engineering 
Structures, 24(9), 1165-1175. 

Saffari, H., Qahramani, K. (2012). The study of steel arrangement in final strength and forming of 
reinforced coupled shear walls. Islamic Azad University, Kerman, Iran. 

Shin, M., Gwon, S. W., Lee, K., Han, S. W., & Jo, Y. W. (2014). Effectiveness of high performance 
fiber-reinforced cement composites in slender coupling beams. Construction and Building 
Materials, 68, 476-490. 

Setkit, M. (2012). Seismic behavior of slender coupling beams constructed with high-performance 
fiber-reinforced concrete (Doctoral dissertation, The University of Michigan). 

Tjhin, T. N., Aschheim, M. A., & Wallace, J. W. (2007). Yield displacement-based seismic design of 
RC wall buildings. Engineering Structures, 29(11), 2946-2959. 

Tran, T. K., & Kim, D. J. (2014). High strain rate effects on direct tensile behavior of high performance 
fiber reinforced cementitious composites. Cement and Concrete Composites, 45, 186-200. 

Zhao, Z. Z., Kwan, A. K. H., & He, X. G. (2004). Nonlinear finite element analysis of deep reinforced 
concrete coupling beams. Engineering Structures, 26(1), 13-25. 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


